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A method and apparatus for marking positions for burglar
alarm sensor elements on a door, the door attached to a frame
having a header including comprising the steps of providing
amarking apparatus the marking apparatus including an arm,
apositioning member with a longitudinal centerline attached
to the arm, and punch point attached to the positioning mem-
ber, the punch point being aligned with the longitudinal cen-
terline of the positioning member; at least partially opening
the door; placing the positioning member in a hole in the
header and closing the door; while the door is closed causing
the positioning member to make a mark on the top of the door;
and opening the door and removing the positioning member
from the hole in the header; and causing an opening to be
made in the door at the location of the mark.
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1
METHOD AND APPARATUS FOR
INSTALLING ALARM SYSTEMS AND DOOR
LOCKS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This is a divisional of U.S. patent application Ser. No.
12/964,068, filed Dec. 9, 2010 now U.S. Pat. No. 8,684,426,
which was a non-provisional of U.S. Provisional Patent
Application Ser. No. 61/363,904, filed Jul. 13, 2010. Priority
of each of these applications is hereby claimed and each
application is incorporated herein by reference.

STATEMENT REGARDING FEDERALLY
SPONSORED RESEARCH OR DEVELOPMENT

Not applicable

REFERENCE TO A “MICROFICHE APPENDIX”

Not applicable

BACKGROUND

The present invention relates to installation of burglar
alarms and installation of door latches, and/or locks, and/or
lock hardware.

There is a need to provide a quick and convenient method
for marking holes to be drilled for installing burglar alarm
sensor components, along with a method and apparatus for
marking for door latches, and/or strike plates, and/or lock
hardware.

While certain novel features of this invention shown and
described below are pointed out in the annexed claims, the
invention is not intended to be limited to the details specified,
since a person of ordinary skill in the relevant art will under-
stand that various omissions, modifications, substitutions and
changes in the forms and details of the device illustrated and
in its operation may be made without departing in any way
from the spirit of the present invention. No feature of the
invention is critical or essential unless it is expressly stated as
being “critical” or “essential.”

BRIEF SUMMARY

One embodiment provides a method and apparatus for
marking positions for burglar alarm sensor elements on a
door, the door attached to a frame having a header comprising
the steps of: providing a marking apparatus the marking appa-
ratus including an arm, a positioning member attached to the
arm, the positioning member having a longitudinal centerline
and a marking point, the marking point being aligned with the
longitudinal centerline of the positioning member; at least
partially opening the door; placing the positioning member in
a hole in the header and closing the door; while the door is
closed using the arm to cause the marking point of the posi-
tioning member to form a positioning mark on the top of the
door; opening the door and removing the positioning member
from the hole in the header; and causing an opening to be
made in the door at the location of the positioning mark.

In one embodiment the positioning member has a groove
and a contact wire is hanging from the hole in the header and
the contact wire is placed in the groove.

In one embodiment the arm has first and second opposing
sides, and the positioning member is located on the first side
and the marking tip is located on the second side.
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In one embodiment the arm of the positioning member is
held in a substantially horizontal position during marking.

In one embodiment the marking tip is integral with the
positioning member.

In one embodiment the arm has first and second opposing
sides, and the marking tip is located a distance from the
second side and such distance is adjustable related to the
second side.

In one embodiment the positioning member is detachably
connected to the arm via a plurality of threads.

In one embodiment the positioning member has a rounded
tip.

In one embodiment the positioning member is bullet
shaped, conically shaped, and/or cylindrically shaped.

In one embodiment the positioning member is frustoconi-
cally shaped.

In one embodiment the marking apparatus includes a plu-
rality of interchangeable positioning members of different
sizes and a user selects a particular positioning member to
attach to the marking apparatus.

In one embodiment during marking there exists a gap
between the top of the door and the header and at least part of
the arm fits within the gap.

In one embodiment the arm includes first and second ends,
the positioning member is attached on the first end, and a
handle is attached to the arm on the second end.

In one embodiment the positioning member has a position-
ing surface which is cylindrically shaped and has an outer
diameter which is slightly smaller than the hole in the header.

In one embodiment the positioning member has a groove
and the arm has a notch which is aligned with the groove, and
during step “c” a contact wire is hanging from the hole in the
header and the contact wire is located in both the groove and
the notch.

In one embodiment the arm has first and second opposing
sides, and the positioning member is located on the first side
and the marking tip is located on the first side.

In one embodiment the arm of the positioning member is
held in a substantially vertical position while the positioning
member is held in a substantially horizontal position.

In one embodiment the marking tip is integral with the
positioning member.

In one embodiment the arm has first and second opposing
sides, and the marking tip is located a distance from the first
side and such distance is adjustable relative to the first side
while the distance of the positioning member from the first
side remains constant.

In one embodiment the positioning member is detachably
connected to the arm via a plurality of threads.

In one embodiment the positioning member has a rounded
tip.

In one embodiment the positioning member is bullet
shaped, conically shaped, and/or cylindrically shaped.

In one embodiment the positioning member is frustoconi-
cally shaped.

In one embodiment the marking apparatus includes a plu-
rality of interchangeable positioning members of different
sizes and a user selects a particular positioning member to
attach to the marking apparatus.

In one embodiment the arm includes first and second ends,
the positioning member is attached on the first end, and a
handle is attached to the arm on the second end.

In one embodiment the positioning member has a position-
ing surface which is cylindrically shaped and has an outer
diameter which is slightly smaller than the cross bore in the
door.
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In one embodiment the positioning member is threadably
connected to the arm and the marking tip is threadably con-
nected to the positioning member.

One embodiment provides a method and apparatus for
marking positions for burglar alarm sensor elements on a
door, the door being attached to a frame comprising the steps
of: providing a positioning member, the positioning member
having a longitudinal centerline and a marking point, the
marking point being aligned with the longitudinal centerline
of'the positioning member; at least partially opening the door;
placing the positioning member in a hole in the frame; the act
of closing the door in the door frame causing the marking
point to make a mark on the door; opening the door and
removing the positioning member from the hole in the frame;
and causing an opening to be made in the door at the location
of the positioning mark.

In one embodiment the door is slidably connected to the
frame and the closing the door in the frame requires the door
to slide parallel to the frame while the door is substantially
parallel to the frame.

In one embodiment the positioning member includes a
frictional element. In one embodiment the frictional element
includes is flexible and includes first and second ends. In one
embodiment the force application member is a rope, wire,
chain, cord, or string.

In one embodiment the positioning member includes a
plurality of grooves which are substantially parallel to the
longitudinal centerline of the positioning member and the
frictional element at least partially occupies one of the
grooves.

In one embodiment the positioning member includes a
bore which is substantially perpendicular to the longitudinal
centering of the positioning member and the frictional ele-
ment is threaded through the bore.

One embodiment provides a method and apparatus for
marking positions for burglar alarm sensor elements on a
window, the window being attached to a frame comprising the
steps of: providing a positioning member, the positioning
member having a longitudinal centerline and a marking point,
the marking point being aligned with the longitudinal center-
line of the positioning member; at least partially opening the
window; placing the positioning member in a hole in the
frame; the act of closing the window in the frame causing the
marking point to make a mark on the window; opening the
window and removing the positioning member from the hole
in the frame; and causing an opening to be made in the
window at the location of the positioning mark.

In one embodiment the positioning member includes a
frictional element. In one embodiment the frictional element
includes is flexible and includes first and second ends. In one
embodiment the force application member is a rope, wire,
chain, cord, or string.

In one embodiment the positioning member includes a
plurality of grooves which are substantially parallel to the
longitudinal centerline of the positioning member and the
frictional element at least partially occupies one of the
grooves.

In one embodiment the positioning member includes a
bore which is substantially perpendicular to the longitudinal
centering of the positioning member and the frictional ele-
ment is threaded through the bore.

One embodiment provides a method and apparatus for
marking positions for receiving or strike plates on door frame,
the door being attached to a frame comprising the steps of:
providing a first marking apparatus the first marking appara-
tus including a first marking point, placing the first marking
apparatus in a first screw hole opening for a latch or deadbolt
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mechanism for the door; while the door is closed causing the
first marking apparatus to make a first positioning mark on the
door frame; opening the door and removing the first marking
apparatus from the door; and using the first positioning mark
to install a plate on the door frame for receiving the latch or
dead bolt.

One embodiment includes the further steps of: after mak-
ing the first positioning mark on the door frame, placing the
first marking apparatus in a second screw hole opening for a
latch or deadbolt mechanism for the door and placing the door
in a closed state, and while the door is closed causing the first
marking apparatus to make a second positioning mark on the
door frame; opening the door and removing the first marking
apparatus from the door; and using the first and second posi-
tioning marks to install a plate on the door frame for receiving
the latch or dead bolt.

One embodiment provides a method and apparatus for
marking positions for receiving or strike plates on door frame,
the door being attached to a frame comprising the steps of:
providing first and second marking apparatus the first and
second marking apparatuses including first and second mark-
ing points, placing the first and second marking apparatuses
in first and second screw hole openings for a latch or deadbolt
mechanism for the door; while the door is closed causing the
first and second marking apparatuses to make first and second
positioning marks on the door frame; opening the door and
removing the first and second marking apparatuses from the
door; and using the first and second positioning marks to
install a plate on the door frame for receiving the latch or dead
bolt.

In any of the above embodiments a positioning template
can be used with either the first or second positioning marks
to install the plate on the door frame.

One embodiment provides a method and apparatus for
marking positions for receiving or strike plates on door frame,
the door being attached to a frame comprising the steps of:
providing a first marking apparatus the first marking appara-
tus including a first marking point, placing the first marking
apparatus in a first screw hole opening for a latch or deadbolt
mechanism for the door; while the door is closed causing the
first marking apparatus to make a first positioning mark on the
door frame; opening the door and removing the first marking
apparatus from the door; and using the first positioning mark
to install a plate on the door frame for receiving the latch or
dead bolt.

One embodiment includes the further steps of: after mak-
ing the first positioning mark on the door frame, placing the
first marking apparatus in a second screw hole opening for a
latch or deadbolt mechanism for the door and placing the door
in a closed state, and while the door is closed causing the first
marking apparatus to make a second positioning mark on the
door frame; opening the door and removing the first marking
apparatus from the door; and using the first and second posi-
tioning marks to install a plate on the door frame for receiving
the latch or dead bolt.

One embodiment provides a method and apparatus for
marking positions for receiving or strike plates on door frame,
the door being attached to a frame comprising the steps of:
providing first and second marking apparatus the first and
second marking apparatuses including first and second mark-
ing points, placing the first and second marking apparatuses
in first and second screw hole openings for a latch or deadbolt
mechanism for the door; while the door is closed causing the
first and second marking apparatuses to make first and second
positioning marks on the door frame; opening the door and
removing the first and second marking apparatuses from the
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door; and using the first and second positioning marks to
install a plate on the door frame for receiving the latch or dead
bolt.

In any of the above embodiments a positioning template
can be used with either the first or second positioning marks
to install the plate on the door frame.

The drawings constitute a part of this specification and
include exemplary embodiments to the invention, which may
be embodied in various forms.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

For a further understanding of the nature, objects, and
advantages of the present invention, reference should be had
to the following detailed description, read in conjunction with
the following drawings, wherein like reference numerals
denote like elements and wherein:

FIG. 1 shows perspective view marking apparatus with
force bar and handle (positioning member attached to angled
handle—marking point on bottom side and positioning mem-
ber on top of handle, where positioning member has two
longitudinal grooves and threads close to marking point).

FIG. 1A shows a view take from the lines A—A of FIG. 1
of the marking point of the positioning member of FIG. 1.

FIG. 1B is a perspective view of the positioning member of
FIG. 1 where the positioning member has been rotating 90
degrees relative to the position shown in FIG. 1.

FIG. 2 shows perspective view of positioning member with
marking point.

FIG. 3 shows perspective view of positioning member with
marking point and pull cord.

FIG. 4 shows marking apparatus with handle being placed
in alarm sensor hole of top door frame with alarm sensor wire
hanging down, and with door open.

FIG. 5 shows marking apparatus with handle being now
placed in alarm sensor hole of top door frame with alarm
sensor wire hanging down, and with door open.

FIG. 6 shows door closed and force being applied on mark-
ing apparatus with handle while positioning member is in
hole of top door frame with alarm sensor wire hanging down
on other side of door, and with door closed.

FIG. 7 shows a section view of the apparatus in FIG. 6 with
door closed and force being applied on marking apparatus
with handle while positioning member is in hole of top door
frame with alarm sensor wire hanging down on other side of
door, and with door closed.

FIG. 8 shows mark placed on top of door.

FIG. 9 shows ahole being drilled on top of door at mark and
alarm sensor being placed in hole.

FIG. 10 shows upper and lower alarm sensors in an aligned
position when door is closed.

FIG. 11 shows positioning member (without handle) but
with flexible member, and positioning member being placed
in alarm sensor hole of top door frame with alarm sensor wire
hanging down out of hole and with door open.

FIG. 12 shows door closed and the pull cord being used to
apply force on the positioning member with marking tip, and
with door closed.

FIG. 13 shows door closed and the two wires of the alarm
sensor wire which will be used to apply force on the position-
ing member with marking tip after the door is closed.

FIG. 14 shows positioning member with marking tip with
short friction cord being placed in alarm sensor hole at side of
door frame with short friction wire wrapped about position-
ing member and placed in grooves to make a frictional surface
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and prevent the member from being pushed completely into
hole when door closed, with door open.

FIG. 15 shows the door after being closed on the position-
ing member of FIG. 14, wherein a mark can be made on side
of closed door for an opening to be drilled for placement of
alarm sensor component.

FIG. 16 shows positioning member with marking tip with
short friction cord being placed in alarm sensor at bottom of
window sill with short friction wire wrapped about position-
ing member and placed in grooves to make a frictional surface
and prevent the positioning member from being pushed com-
pletely into hole when window closed, with window open.

FIG. 17 shows the window after being closed on the posi-
tioning member of FIG. 16, wherein a mark can be made on
side of closed window for an opening to be drilled for place-
ment of alarm sensor component.

FIG. 18 shows a small diameter positioning member with
marking tip with pull cord being placed in dead bolt screw
hole at side of door (with screw for dead bolt removed), with
door open. Small diameter positioning member can also be
used/placed in a lock latch screw hole.

FIG. 19 shows door closed and the flexible member being
used to apply force on the positioning member with marking
tip to mark the door frame.

FIG. 20 shows the positioning marks made from the two
screw holes of the dead bolt, where the positioning marks are
made an a piece of tape to better show the location of the
marks. Positioning marks can also be made from small diam-
eter positioning member be used/placed in lock latch screw
holes.

FIG. 21 shows a recessed area for the deadbolt plate make
around the two holes drilled from the positioning marks made
in FIG. 20, along with placement of strike plate and hole cut
out for strike plate to match the dead bolt or door lock.

FIG. 22 shows a strike plate having screw holes which do
not match the screw holes of the latch, in such a case a
template can be used.

FIG. 23 shows a strike plate template which can be used
when the strike plate holes do not match the screw holes of the
dead bolt or door lock, along with the positioning marks made
in FIG. 20.

FIG. 24 shows the template of FIG. 23 placed on the door
and drill holes being made for the strike plate.

FIG. 25 shows a recessed area for the strike plate made
around the two holes drilled from the positioning template of
FIG. 24, along with placement of strike plate and hole cut out
for strike plate to match a latch, deadbolt, or door lock.

DETAILED DESCRIPTION

Detailed descriptions of one or more preferred embodi-
ments are provided herein. It is to be understood, however,
that the present invention may be embodied in various forms.
Therefore, specific details disclosed herein are not to be inter-
preted as limiting, but rather as a basis for the claims and as a
representative basis for teaching one skilled in the art to
employ the present invention in any appropriate system,
structure or manner.

It is to be understood that the marking apparatus 100 is
applicable to any marking or punching use.

Force Bar with Positioning Member

FIG. 1 shows perspective view marking apparatus 100 with
force bar 300 and handle (handle 200 can be the length of arm
300 following angle 370), and positioning member 500.

In this embodiment positioning member 500 can include
marking point 550 on bottom side and rounded positioning
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member on top 520, with positioning member 500 having two
longitudinal grooves (600, 610) and threads 515 close to
marking point 550.

FIG. 1A shows a view taken from the lines A—A of FIG. 1
of the marking point 550 of positioning member 500.

FIG. 1B is a perspective view of positioning member 500
where positioning member 500 has been rotated 90 degrees
relative to the position shown in FIG. 1. Positioning member
is shown rotated to better illustrate the double grooves 600
and 610 (which can be seen in FIG. 1A, but not in FIG. 1). In
FIG. 1B neither groove (600 or 610) lines up with notch 360
of'arm 300. However, preferably during use either groove 600
or 610 will be lined up with notch 360 (as shown if FIGS. 1
and 1A).

In one embodiment marking device 100 can comprises a
handle 200 (handle 200 can be the length of arm 300 follow-
ing angle 370), arm 300, positioning member 500, and mark-
ing point 550. In embodiment positioning member 500 can be
detachably connectable to arm 300.

In one embodiment marking point 550 caninclude a releas-
able marking substance such as paint, ink, dye, lead, graphite,
and/or wax to increase the visibility of the mark left by mark-
ing point 550. In one embodiment marking point 550 can be
similar to the point of a ball point ink pen, or a felt tip pen.

Arm 300 can include first end 310 and second end 320.
Positioning 500 member can be detachably connected to sec-
ond end 320. In a preferred embodiment positioning member
500 and marking point 550 can be longitudinally aligned with
each other (and can be constructed from a single material).

Although not shown in the drawings, handle 200 can be
non-parallel to and pivotally attached to first end 310.

On second end 320 of arm 300 can be opening 350 which
can includes threaded area 355. In one embodiment opening
350 can include notch 360. First and second ends 310,320 of
arm 300 can be rounded, flat, or angled.

Arm 300 (although illustrated as being generally rectangu-
lar) can be made in other shapes such as rounded, triangular,
or other geometric cross sections which provide sufficient
strength for the type of use contemplated, and can fit between
the gap of a door and door jam.

Positioning member 500 can include first end 510, second
end 520, and have a length “L”. In a preferred embodiment
firstend 510 can be rounded, hemispherically shaped, curved,
and/or pointed to allow for easy insertion into an opening.
Second end 520 can include a pointed area 550 which can act
as punch 700. In a preferred embodiment, positioning mem-
ber 500 is symmetrically shaped with pointed area 550 being
located in the longitudinal center line 555.

In one embodiment positioning member 500 can include
threaded area 515 which threadably attaches to a threaded
area 355 (of opening 350) of arm 300.

In various embodiments positioning member 500 can be
attached to arm 300 by threading, wedging, or other attach-
ment techniques. By making positioning member 500 detach-
ably connectable to arm 300, it is possible to replace posi-
tioning member 500 easily as this is the primary point of wear
on apparatus 100.

Positioning Member Itself without and with Pull Cord

FIG. 2 shows perspective view of positioning member 500
with marking point 550. FIG. 3 shows perspective view of
positioning member 500 with marking point 550 and force
application member 900.

In one embodiment positioning member 500 can include
one or more longitudinal grooves 600, 610, and/or 620 (al-
though groove 620 is not shown in the drawings) about its
positioning surface 530. In one embodiment one groove 600
is provided. In one embodiment two grooves 600 and 610 are
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provided which are symmetrically spaced apart 180 degrees
from each other. Although not shown in the drawings, in one
embodiment three grooves 600, 610, and 620 are provided
which are symmetrically spaced apart 120 degrees from each
other.

FIG. 1A is a view of one embodiment of a positioning
member 500 with marking point 550, with the positioning
member having two longitudinal grooves 600 and 610 sym-
metrically spaced apart (180 degrees from each other).
Grooves 600 and 610 allow for increased adjustability of
marking point 550 related to top 302 of arm 300 as only one
groove need be lined up with notch 360. With only single
groove 600 positioning member 550 must be turned at least
360 degrees before groove 600 will line up with notch 360.
With two vertical slots 600 and 610 positioning member 550
need only be turned 180 degrees before one of the two
notched line up with groove 360. FIGS. 1, 1A, and 1B show
relative positions of grooves 600 and 610 to notch 360.
Alarm Sensor Installation

The use of apparatus 100 for installing door alarm sensors
is schematically illustrated in FIGS. 3-10.

FIG. 4 shows marking apparatus 100 with handle 300
being placed in alarm sensor hole 2020 of top door frame
2010 with alarm sensor wire 20 hanging down, and with door
2500 open. The header of door frame 2100 can have opening
2020 in the header which had been previously made (such as
by a drill) a sensor wire 20 hanging from the opening 2020.
Although not shown, header can have both a front and rear
portion with a door jam towards the rear and weather strip-
ping placed on the door jam.

Door frame 2000 can have a door sensor system 10 which
includes contact wire 20 along with upper 12 and lower
sensor 14 elements. Door sensor system 10 (which includes
upper sensor 12 and sensor wire 20) can be installed in the
upper portion of a door frame 2000 (see FIG. 10).

In FIG. 4 the sensor wire 20 has been placed in the groove
600 of positioning member 500 of apparatus 100. The vertical
groove 600 and wire 20 face the rear of the door frame 2000.
Positioning member 500 is preferably about the same size as
the opening 2020 in the header 2010.

FIG. 5 shows positioning member 500 of marking appara-
tus 100 now placed in alarm sensor hole 2020 with alarm
sensor wire 20 hanging down, and with door 2500 open. After
positioning member 500 is placed in opening 2020 of header
2010, wire 20 still hangs down from opening 2020 but is
located towards the rear of the header 2010 (schematically
indicated by the arrow 21). Marking point 550 is now located
about in the longitudinal center of opening 2020 for header
2010.

FIG. 6 shows door 2500 in closed state and force (sche-
matically indicated by arrow 2070) being applied on marking
apparatus 100 with handle 300 while positioning member 500
is in hole 2020 of top door frame 2010 with alarm sensor wire
20 hanging down on other side of door 2500, and with door
2500 closed. Arm is located in gap 2050 between door 2500
and frame 2010. Preferably door 2500 is closed with door
hardware (e.g., door knob 2504 ans strike plate 2200) on the
door 2500/frame 2000 so that the door 2500 will lock in place
in the strike plate 2200 (as the door will normally be used).
When closed arm 300 of apparatus 100 can fit within the gap
2050 between the top 2510 of the door 2500 and the header
2010 of the door frame 2000. The hanging wire 20 also fits
between the top 2510 of the door 2500 and the header 2010 of
the door frame 2000 (on the top of the door) and between the
rear of the door 2500 and the weather stripping 2004 in front
of'the jam 2006 (although not shown but located at the rear of
the door 2500). Arrows 2072 schematically indicate that, in
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one embodiment, arm 300 can be pivoted somewhat about
opening 2020 in header 2010 even when door 2500 is closed
in door frame 2000.

FIG. 7 shows a section view of marking apparatus 100 with
door 2500 closed and force (schematically indicated by arrow
2070) being applied on marking apparatus 100 with handle
300 while positioning member 500 is in hole 2020 of top door
frame 2010 with alarm sensor wire 20 hanging down on other
side of door 2500, and with door 2500 closed. Positioning
surface 530 of positioning member 500 aligns positioning
member 500 in the centerline CL. of opening 2020 made in
header 2010 of frame 2000. Marking point 550 can also being
in the longitudinal centerline CL of positioning member 500
causing point 550 to be so aligned with centerline CL.. When
door 2500 is closed in frame 2000, pushing down on arm 300
(schematically indicated by arrow 2070) of apparatus 100
(shown in FIG. 39) causes point 550’ to create a mark 2550 in
door 2500. In this manner, when door 2500 is closed, mark
2550 is also aligned with centerline CL of opening 2020.

As shown in FIG. 7, wire 20 does not interfere with align-
ment of positioning member 500 because wire 20 can fit in
groove 600 while positioning surface 530 aligns positioning
member in opening 2020. Also shown in FIG. 7 arm 300 and
marking point 550 of marking apparatus 100 can fit within
gap 2050 between top 2510 of door 2500 and header 2010 of
frame 2000. In some instances the distance between first end
510 of positioning member from bottom 304 of arm can be
adjusted upwardly in the direction of arrow 502 (or down-
wardly in the direction of arrow 504) by rotating positioning
member in the direction of arrow 526 (or the opposite direc-
tion of arrow 526). As shown in Figure marking point 550 of
positioning member 500 is generally located in the longitu-
dinal centerline of opening 2020.

FIGS. 6 and 7 schematically indicate that force in the
direction of arrow 2070 is applied downwardly to the top of
apparatus 100 causing marking point 550 to make a mark,
indentation, scratch or scar 2550 on the top 2510 of the door
2500. To better assist in seeing the mark, indentation, scratch,
or scar a different material 2700 can be placed on the top of
the door 2500 (such as painter’s tape or masking tape). Dur-
ing this step the front portion 310 of arm 300 is generally in a
horizontal position and located in a horizontal plane between
gape 2050.

FIG. 8 shows a point mark 2550 placed on top 2510 of door
2500, and on or through marking material 2700. Generally,
two types of marks 2550 which can be left by marking point
550 (either a point mark or a scratch line). Point mark is
shown, however, although not shown a scratch line 2560
ending in a point 2550 can be made where marking point 550
touches the top 2510 of the door 2500 when the door 2500 is
being closed. This can occur when there is only a small gap
2050 between the top 2510 of the door and the header 2010
(i.e., the bottom of the door frame).

FIG. 8 shows a mark 2550 which can be left by marking
point 550 when using tape 2700. In another embodiment tape
2700 can be omitted. Painter’s tape 2700 can be used to better
show the mark 2550 made by marking point 550 (shown in
FIG. 7).

After mark 2550 is made in the top 2510 of door 2500,
marking apparatus 100 can be removed (substantially the
opposite procedure is used as that schematically shown in
FIG. 6). A user pushes up (in the opposite direction of arrow
2070) on the bottom 304 of arm 300 and opens door 2500.
Door 2500 can be opened and marking apparatus 100 pulled
down from out of opening 2020 of header 2010 (substantially
the opposite procedure as shown in FIG. 4). The user pulls out
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positioning member 500 from opening 2020 in the header
2010. Wire 20 will then be left hanging from opening 2020.

In one embodiment (shown in FIG. 1) the positioning
member 500 is vertically adjustable relative to the arm 300 to
address the situation where there are small gaps 2050 and
minimize scarring or scratch lines 2560. To vertically adjust
positioning member 500, positioning member 500 can be
partially screwed into or unscrewed from arm 300, where
threads 515 of positioning member 500 will move positioning
member 500 up or down relative to arm 300.

FIG. 9 shows a 2550 hole being drilled on top 2510 of door
2500 at mark 2550 and alarm sensor 14 being placed in the
drilled hole 2555. The hole 2555 should be the size of the
lower sensor 14 to be placed in the door 2510 and should be
drilled parallel to a vertical plane passing through the mark
2550 on the top 2510 of the door 2500. FIG. 9 shows the hole
2550 being drilled through the painter’s tape 2700. After the
hole 2550 is drilled the painter’s tape 2700 should be removed
from door 2500.

F9 shows the lower sensor 14 being placed in the drilled
hole 2555 at the top 2510 of the door 2500.

FIG. 10 shows upper 12 and lower 14 alarm sensors in an
aligned position when door 2500 is closed in door frame
2100.

FIG. 10 shows how the lower sensor 14 placed in the hole
2555 made in the door 2500 lines up well with the mating
upper sensor 12 component connected to the wire 20 and
placed in the hole 2020 in the header 2010 of the door frame
2000. The arrow in FIG. 9 schematically indicates alignment
between upper 12 and lower 14 sensor components

FIG. 10 should be contrasted with prior art manual meth-
ods of approximating the location of drill how 2555 (without
using the marking apparatus 100) does not lines up the mating
upper sensor 12 component.

Marking on Door Using Positioning Member with Pulling
on Flexible Member

FIG. 11 shows positioning member 500 (without handle
300) but with force application system 900 (e.g., pull cord)
being placed in alarm sensor hole 2020 of top 2010 door
frame 2000 with alarm sensor wire 20 hanging down out of
hole 2020 and with door 2500 open.

FIG. 12 shows door 2500 closed and the force application
system 900 (e.g., pull cord) being used to apply force (sche-
matically indicated by arrow 2070) on the positioning mem-
ber 500 with marking tip 550, and with door 2500 closed. In
this embodiment flexible member 20 can have first and sec-
ond ends 910 and 920 and threaded through bore 800.

FIG. 13 shows door 2500 open and the two wires 22 and 24
of the alarm sensor wire 20 which will be used as flexible
member 900 to apply force on the positioning member 500
with marking tip 550 after the door 2500 is closed (and similar
to the method described for FIGS. 11 and 12).

General Methods of Marking on Doors

One embodiment provides a method and apparatus for
marking positions for burglar alarm sensor elements ona door
2500, the door 2500 being attached to a frame 2000 compris-
ing the steps of:

(a) providing a positioning member 500, the positioning
member 500 having a longitudinal centerline and a marking
point 550, the marking point 550 being aligned with the
longitudinal centerline of the positioning member 500;

(b) at least partially opening the 500 door;

(¢) placing the positioning member 500 in a hole 2020 in
the frame 2000;

(d) while the positioning member is in hole 2020, closing
the door 2500 in the door frame 2000;
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(e) causing the marking 550 point to make a mark 2550 on
the door 2500,

(f) opening the door 2500 and removing the positioning
member 500 from the hole 2020 in the frame 2000; and

(g) causing an opening 2555 to be made in the door 2500 at
the location of the positioning mark 2550.

In one embodiment the door 2500 is pivotally connected to
the frame 2000.

In one embodiment the door 2500 is slidably connected to
the frame 2000 and the closing the door in the frame requires
the door 2500 to slide parallel to the frame 2000 while the
door 2500 is substantially parallel to the frame 2000.

In one embodiment the positioning member is attached to
an arm 300 and in step “e” force is applied to the arm 300.

In one embodiment the positioning member is attached to
a flexible member 900 and in step “e” force is applied to the
flexible member 900.

In one embodiment the positioning member 500 includes a
frictional element 3000. In one embodiment the frictional
element 3000 includes is flexible and includes first and sec-
ond ends 3010 and 3020.

In one embodiment the flexible member 900 is a rope, wire,
chain, cord, or string.

In one embodiment the positioning member 500 includes a
plurality of grooves 600 and 610 which are substantially
parallel to the longitudinal centerline CL of the positioning
member 500.

In one embodiment the frictional element 3000 at least
partially occupies one of the grooves 600 and/or 610.

In one embodiment the positioning member 500 includes a
bore 800 which is substantially perpendicular to the longitu-
dinal centerline CL of the positioning member 500, and the
flexible member 900 passes through the bore 800.

In one embodiment the and the frictional element 3000
passes through the bore 800.

Marking on Doors and Windows with Irregular Door/Win-
dow Jams

Sliding Glass Door

This embodiment is preferably used where arm 300 cannot
be used for space reasons.

FIG. 14 shows positioning member 500 with marking tip
550 with short friction member 3000 being placed in alarm
sensor hole 3020 at side of door frame with short friction
member 3100 (e.g., enlarged diameter insulated wire—en-
larged with respect to slots or grooves 600 and 610) wrapped
about positioning member 500 (placed in groove 600 and
610, and wrapped around top 520) and placed in grooves
600,610 to make a frictional surface and prevent the position-
ing member 500 from being pushed completely into hole
3000 when door 3500 closed, with door 3500 open in FIG. 14
so not shown.

FIG. 15 shows door 3500 after being closed on the posi-
tioning member 500 of FIG. 14, wherein a mark can be made
on side 3510 of closed door 3500 for an opening to be drilled
in door 3500 for placement of alarm sensor component. The
mark on door 3500 can be an indentation, scratch, or ink type
mark. In FIG. 15 tape 2700 is used to better show the mark as
door 3500 may be metal and not easily marked.

Window Sill

FIG. 16 shows positioning member 500 with marking tip
550 with short friction member 3000 being placed in alarm
sensor hole 4020 at bottom of window sill 4000 with short
friction member 3100 (e.g., enlarged diameter insulated
wire—enlarged with respect to slots or grooves 600 and 610)
wrapped about positioning member 500 (placed in groove
600 and 610, and wrapped around top 520) and placed in
grooves 600,610 to make a frictional surface and prevent the
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positioning member 500 from being pushed completely into
hole 3000 when window 4500 closed. In FIG. 17 tape 2700 is
used to better show the mark as window 4500 may be metal
and not easily marked.

FIG. 17 shows the window 4500 after being closed on
positioning member 500, wherein a mark can be made on
bottom 4510 of closed window 4500 for an opening to be
drilled for placement of alarm sensor component. In FIG. 17
tape 2700 is used to better show the mark as window 4500
may be metal and not easily marked.

General Methods for Marking on Windows

This embodiment is preferably used where arm 300 cannot
be used for space reasons.

One embodiment provides a method and apparatus for
marking positions for burglar alarm sensor elements on a
window 4500, the window 4500 being attached to a frame
4000 comprising the steps of:

(a) providing a positioning member 500, the positioning
member having a longitudinal centerline and a marking point
550, the marking point 550 being aligned with the longitudi-
nal centerline of the positioning member 500;

(b) at least partially opening the window 4500;

(c) placing the positioning member 500 in a hole 4020 in
the frame 4000;

(d) while the positioning member 500 is in the hole 4020,
closing the window 4500;

(e) causing the marking point 550 to make a positioning
mark on the window 4500,

() opening the window 4500 and removing the positioning
member 500 from the hole in the frame 4000; and

(g) causing an opening to be made in the window 4500 at
the location of the positioning mark.

In one embodiment the window 4500 is pivotally con-
nected to the frame 4000.

In one embodiment the window 4500 is slidably connected
to the frame 4000 and the closing the door in the frame
requires the window 4500 to slide parallel to the frame 4000
while the window 4500 is substantially parallel to the frame
4000.

Inone embodiment the positioning member 500 is attached
to an arm 300 and in step “d” force is applied to the arm 300.

Inone embodiment the positioning member 500 is attached
to a flexible member 900 and in step “f” force is applied to the
flexible member 900.

In one embodiment the positioning member 500 includes a
frictional element 3100. In one embodiment the frictional
element 3000 includes is flexible and includes first and sec-
ond ends 3110 and 3120.

Inone embodiment the flexible member 900 is a rope, wire,
chain, cord, or string.

In one embodiment the positioning member 500 includes a
plurality of grooves 600 and 610 which are substantially
parallel to the longitudinal centerline CL of the positioning
member 500.

In one embodiment the frictional element 3100 at least
partially occupies one of the grooves 600 and/or 610.

In one embodiment the positioning member 500 includes a
bore 800 which is substantially perpendicular to the longitu-
dinal centerline CL of the positioning member 500, and the
flexible member 900 passes through the bore 800.

In one embodiment the and the frictional element 3100
passes through the bore 800.

Door Strike and Latch Bore Drilling

Most manufacturers have predrilled the majority of doors
for doorknobs (with cross bores and latch bores), and their
measurements will be standard. One challenge with installing
doors is to properly position the latch bore and/or the strike
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plate on the door frame. This is currently done with the
installer approximating the aligned position of the strike
plate.

FIG. 18 shows a small diameter positioning member 500’
with marking tip 550" with flexible member 900 being placed
in dead bolt screw hole 2620 at side of door 2500 (with screw
for dead bolt 2600 removed), with door 2500 open.

FIG. 19 shows door 2500 closed and the flexible member
900 being used to apply force (schematically indicated by
arrow 504) on the positioning member 500' with marking tip
550' to mark the side 2100 of door frame 2000. Flexible
member 900 is pulled on in the direction of arrow 504 putting
force on positioning member 500' in the direction of arrow
502' causing marking tip 550' to mark side 2100 at marking
position 2150 (shown in FIG. 20).

A similar procedure described in reference to FIGS. 18 and
19 can be used for making a second positioning mark 2154
(shown in FIG. 20), wherein positioning member 500" is
placed in screw hole 2630 (with screw for dead bolt 2600
removed), door 2500 closed, and flexible member 900 is
pulled on in the direction of arrow 504 putting force on
positioning member 500' in the direction of arrow 502"

FIG. 20 shows the positioning marks 2150, 2154 made
from the two screw holes 2620, 2630 of the dead bolt 2600,
where the positioning marks 2150, 2154 are made on a piece
of tape 2700 to better show the location of the marks.

FIG. 21 shows a recessed area 2105 for the deadbolt plate
2260 made around the two holes drilled from the positioning
marks 2150 and 2154 made in FIG. 20, along with placement
of'strike plate 2260 and hole 2160 cut out for strike plate 2160
to match the dead bolt 2600.

FIG. 22 shows a strike plate 2200' having screw holes 2252
and 2256 (schematically indicated as DIM. B) which do not
match the screw holes 2620 and 2630 (schematically indi-
cated as DIM.A) of the latch 2600. In such a case a template
2400 can be used.

FIG. 23 shows a strike plate template 2400 which can be
used when the strike plate holes 2252 and 2256 (schemati-
cally indicated as DIM. B) do not match the screw holes 2620
and 2630 (schematically indicated as DIM.A) of the latch
2600. In such a case one or both of template holes 2410 and
2420 of template 2400 can be aligned with one or both of
positioning marks 2150, 2154 made from the two screw holes
2620, 2630 of the dead bolt 2600.

FIG. 24 shows template 2400 being placed on side 2100 of
frame 2000 and drill holes being made through template holes
2450 and 2460 for affixing strike plate 2200’ to side 2100 of
frame 2000.

FIG. 25 shows a recessed area for strike plate 2200' made
around the two holes drilled from the positioning template
2400, along with placement of strike plate 2200' and hole
2260 cut out for strike plate to match the latch 2600. Strike
plate bore 2260 can be milled or drilled around screw holes
from 2450 and 2460 for alignment with latch 2600. FIG. 25
shows the strike plate 2200' after being installed on side 2100
of door frame 2000 (which is aligned with latch 2600).

One embodiment provides a method and apparatus for
marking positions for receiving or strike plates on door frame
2000, the door being attached to a frame comprising the steps
of:

(a) providing a first marking apparatus 500 the first mark-
ing apparatus including a first marking point 550,

(b) placing the first marking apparatus 500 in a first open-
ing 2630 for a latch or deadbolt mechanism for the door 2500;

(c) while the first marking apparatus 500 is in the first
opening 2630, closing the door 2500 in the door frame 2000;
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(d) while the door 2500 is closed, applying force on the first
marking apparatus 500 causing it to place a mark 2156 on the
side 2100 of door frame 2000,

(e) opening the door 2500 and removing the first marking
apparatus 500 from the door; and

(D) using the first positioning mark 2156 to install a plate
2200 on the door frame 2000 for receiving the latch or dead
bolt.

One embodiment includes the further steps of: after step
“e” placing the first marking apparatus 500 in a second open-
ing 2620, closing the door 2500, and while the door is closed,
applying force on the first marking apparatus 500 causing itto
place a second mark 2150 on the side 2100 of door frame
2000 for a latch or deadbolt mechanism, and during step “f”
using both the first and second positioning marks 2156 and
2150 to install plate 2200.

One embodiment provides a method and apparatus for
marking positions for receiving or strike plates on door frame
2000, the door being attached to a frame comprising the steps
of:

(a) providing a first marking apparatus 500 the first mark-
ing apparatus including a first marking point 550, and pro-
viding a second marking apparatus 500, the second marking
apparatus including a second marking point 550;

(b) placing the first marking apparatus 500 in a first open-
ing 2630 for a latch or deadbolt mechanism for the door 2500,
and placing the second marking apparatus 500' in a second
opening 2620 for a latch or deadbolt mechanism for the door
2500,

(c) while the first marking apparatus 500 is in the first
opening 2630 and the second marking apparatus 500' in a
second opening 2620, closing the door 2500 in the door frame
2000,

(d) while the door 2500 is closed, applying force on the first
marking apparatus 500 causing it to place a mark 2156 on the
side 2100 of door frame 2000,

(e) while the door 2500 is closed, applying force on the
second marking apparatus 500' causing it to place a mark
2150 on the side 2100 of door frame 2000;

() opening the door 2500 and removing the first and sec-
ond marking apparatuses 500, 500' from the door; and

(D) using the first and second positioning marks 2156, 2150
to install a plate 2200 on the door frame 2000 for receiving the
latch or dead bolt.

In any of the above embodiments a positioning template
2400 can be used with either the first or second positioning
2156, 2150 marks to install the plate 2200 on the door frame
2000.

The following is a list of reference numerals suitable for
use in the present invention.

REFERENCE NUMERAL LIST
Reference
Number Description
10 door sensor
12 frame portion of sensor
14 door portion of sensor
20 wire
22 first wire
24 second wire
100 marking apparatus
200 handle
300 arm
302 top side
304 bottom side
310 first end
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REFERENCE NUMERAL LIST REFERENCE NUMERAL LIST
Reference 5 Reference
Number Description Number Description

320 second end 2560 scar mark

350 opening 2600 door locking member

355 threaded area 2610 plate

360 notch or slot 2620 first opening

370 bend or angle 10 2624 first screw

380 covering 2630 second opening

500 positioning member 2634 second screw

510 first end 2700 tape

515 threaded area 2800 drill

520 second end 2810 drill bit

522 arrow 15 3000 opening

524 arrow 3010 arrow

526 arrow 3100 frictional insert

530 positioning surface 3110 first end

532 positioning surface 3120 second end

534 positioning surface 3500 door

550 pointed area 20 3510 marking tape/sticker

555 longitudinal centerline 4000 window

600 groove 4010 opening

610 groove 4020 side

620 groove 4100 sill

700 punch 4500 window

800 opening 4510 marking tape/sticker

810 first end 25

820 second end

900 flexible member (e.g., It will be understood that each of the elements described

cord/wire/string/rope/chain) above, or two or more together may also find a useful appli-

910 first end . . . .

920 second end cation in other types of methods differing from the type
1000 positioning member 30 described above. Without further anglysis,.the foregoing will
1005 bore (threaded) so fully reveal the gist of the present invention that others can,
1010 first end by applying current knowledge, readily adapt it for various
1020 second end s . ees
1030 positioning surface applications without omitting features that, from the stand-
1040 rounded area point of prior art, fairly constitute e.:ss.ential. characterist.ics of
1050 fastener 35 the generic or specific aspects of this invention set forth in the
1051 glf; Ozfa;tener appended claims. The foregoing embodiments are presented
}%8 adjiitaeblgr;?nch by way of example only; the scope of the present invention is
1110 first end to be limited only by the following claims.

1115 notched end The invention claimed is:

1120 second end 40 1. A method of installing a latch or door plate on a door

1150 threaded portion ..

1155 tip frame attached to a door, comprising the steps of:

2000 door frame (a) providing a positioning member, the positioning mem-

2004 weather stripping ber having alongitudinal centerline and a marking point,

;g?g ﬁgggé?ﬂ the marking point being aligned with the longitudinal

5020 opening 45 cente.rhne of the positioning member;

2050 gap (b) partially opening the door;

2070 arrow (¢) placing the positioning member in a hole in the door;

58;421 arlrows (d) while the positioning member is in the hole, closing the
plane . ]

5080 atrow door. in the door frame, . .

2084 arrow 50  (e) while the door is closed in the door frame, applying

2100 side . force on the positioning member to cause the marking

2105 original strike plate bore point of the positioning member to make a positioning

2107 modified strike plate bore K he f .

2110 strike plate bore mark on the frame; . . .

2150 mark (D) after step “e”, opening the door and removing the posi-

2160 strike plate bore 55 tioning member from the hole in the door; and

2200 strike plate (g) after step “e”, using the mark made in step “e” as a basis

;i?g tem,ft’,late, , for installing the latch or door plate on the frame.
positioning opening . . 9

3420 positioning opening . 2. The Fne.thod of claim 1, wherein before .step e’a mark-

2450 positioning opening ing material is placed on the door frame to assist in seeing, and

2460 positioning opening 60 during step “e” the positioning mark is made on the marking

2500 door material.

2504 door knob 3. The method of claim 2, wherein after step “e” the mark-

2310 top ing material is removed from the door frame.

2520 opening h hod of clai herein th ki iali

2530 opening 4. The method of claim 2, wherein the marking material is

2550 mark 65 tape.

2555 hole 5. The method of claim 2, wherein the marking material is

comprised of a different material from the door frame.
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6. The method of claim 1, wherein in step “c” the hole in the
door is one of a plurality of holes for receiving screws which
will be used to connect a door locking member to the door.

7. The method of claim 6, wherein the positioning member
has a diameter and the diameter is less than the diameter of the
screws used to attach the door locking member to the door.

8. The method of claim 1, further comprising the steps of:

(h) providing a second positioning member, the position-
ing member having a longitudinal centerline and a mark-
ing point, the marking point being aligned with the lon-
gitudinal centerline of the positioning member;

(1) partially opening the door;

(j) placing the second positioning member in a second hole
in the door;

(k) while the second positioning member is in the second
hole, closing the door in the door frame;

() while the door is closed in the door frame, applying
force on the second positioning member to cause the
marking point of the second positioning member to
make a second positioning mark on the frame;

(m) after step “1”, opening the door and removing the
second positioning member from the second hole in the
door; and

(n) after step “1”, using the second mark made in step “1”
and the mark made in step “e” as a basis for installing the
latch or door plate on the frame.

9. The method of claim 8, wherein before step “I” a mark-
ing material is placed on the door frame to assist in seeing, and
during step “1” the positioning mark is made on the marking
material.
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10. The method of claim 9, wherein after step “n” the
marking material is removed from the door frame.

11. The method of claim 9, wherein the marking material is
tape.

12. The method of claim 8, wherein in step “j” the second
hole in the door is one of a plurality of holes for receiving
screws which will be used to connect a door locking member
to the door.

13. The method of claim 12, wherein the second position-
ing member has a second diameter and the second diameter is
less than the diameter of the screws used to attach the door
locking member to the door.

14. The method of claim 8, wherein in step “g” a first hole
is drilled into the frame at the location of the mark made in
step “e”, and in step “n” a second hole is drilled into the frame

at the location of the second mark made in step “n”.

15. The method of claim 8, wherein in step “g” a first hole
is drilled into the frame at a first location spaced apart from
the mark made in step “e”, in step “n” a second hole is drilled
into the frame at a second location spaced apart from the
second mark made in step “n”, and no holes are drilled in the

mark and second mark.

16. The method of claim 15, wherein the spacing apart
between the first hole and the mark, and the spacing between
the second hole and the second mark are the same.

#* #* #* #* #*



